
Breakers

OPERATION AND PERFORMANCE

allows the bit to be backed out even when
driven deeply into asphalt or concrete.

A diaphragm accumulator provides
trouble-free operation and, they will
handle system back pressures up to 250
psi (17 bar).

Operates on open-center systems and is
available in 1-1/8 or 1-1/4 inch chuck
hex sizes.

Complete line of steels for breaking,
cutting or driving.

Underwater models available. Refer
to ordering information.

U.S.A. METRIC

Capacity 1 1/8 x 6 in Hex 1 1/8 in x 15.2 cm Hex
1 1/4 x 6 in Hex* 1 1/4 in x 15.2 cm Hex*

Weight 83 lbs 37.7 kg

Length 29 in 73.5 cm

Width (at handles) 16 in 40 cm

Pressure 1500 - 2000 psi 105 - 140 bar

Flow Range 7 - 9 gpm 26 - 34 lpm

Optimum Flow 8 gpm 30 lpm

Porting 8 SAE O-Ring

Hose Whips Yes

Connect Size and Type 3/8 in Male Pipe Hose End

*Underwater model not available with Easi-Ride™ Foot
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BR87/BR89

BR87

BR89

Stanley’s line of hand-held breakers is
the largest in the world with a wide
selection of models suited to virtually
any application.

The BR87 and BR89 are heavy-duty
tools for work in the 90 pound class and
above. They are highly productive in
utility construction, street maintenance,
repair of water and gas mains, and gen-
eral contracting jobs.

A feathering On/Off Valve controls
speed, making start-up and initial tool
placement easy

The BR89 uses the same style foot found
on many air breakers which gives it the
“ride and feel” of an air breaker and

Hydraulic Tools




