
Breaker

BR72/BR72S

SPECIFICATIONS

ITEM U.S.A. METRIC

OUTPUT 1700 Blows Per Minute

INPUT FLOW RANGE 7 - 9 gpm 26 - 34 lpm

INPUT PRESSURE 1500 - 2000 psi 105 - 140 bar

MAX. BACK PRESSURE 250 psi 17 bar

OPTIMUM FLOW 8 gpm 30 lpm

STEEL CAPACITY 6 (15.2 cm) x 1-1/8 Hex & 6 (15.2 cm) x 1-1/4 in Hex

PORTING 8 SAE O-Ring

CONNECTOR 3/8 in Male Pipe Hose End

BR72

WEIGHT 59 lbs. 27 kg

LENGTH 28 in 71 cm

WIDTH (at handles) 14.25 in 36 cm

BR72S

WEIGHT 61 lbs. 27.6 kg

LENGTH 29.5 in 75 cm

WIDTH (at handles) 17.5 in 44.5 cm

BR72

Stanley’s line of handheld breakers is
the largest in the world, with a wide
selection of models suited to virtually
any application.

The BR72 and BR72S are medium- to
heavy-duty tools for work in the 70
pound class. They are highly productive
in utility construction, street mainte-
nance, repair of water and gas mains,
and general contracting jobs.

Spring-Dampened, Anti-Vibration

Handles (BR72S) reduce operator
fatigue, literally allowing the breaker
to float in the user’s hands.

Built in Handle Stops on anti-vibration
handle model (BR72S) allow operator
to apply full body weight in tough
applications.

Feathering On/Off Valve controls
speed, making startup and initial tool
placement easy.

Makes Conversion Easy to hydraulic
tools. The BR72S uses the same style
foot found on many air breakers, giv-
ing the “ride and feel” of a pneumat-
ic tool.

Complete Line of Steels for breaking,
cutting or driving available from
Stanley Hydraulic Tools.

BR72S
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